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Specifications
Model	 CP-601	 	 2CP-601
Number of Channels (Unbalanced) 	 1 	 	 2 	
Total Resistance	 	 10, 20, 50, 100KΩ
Total Resistance Tolerance	 	 ±20%
Resistance Taper	 	 A, B, C, Log
Attenuation Accuracy (At Log Taper)	 	 0~10dB  ±1.0dB	
	 	 30dB  ±2.0dB
	 	 42dB  ±3.0dB
Matching Accuracy (At Log Taper)	 	 	 0~10dB  ±0.6dB
	 	 	 20dB  ±1.0dB
	 	 	 42dB  ±2.0dB
Cut off (At Log Taper)	 	90dB Min. (At 15KHz)
Ratings Power	 	 B Taper 0.05W
	 	Other Than B Taper 0.02W
Insertion Loss for Log Taper	 	 0.2dB Max.
Residual Resistance	 	 40Ω Max.
Insulation Resistance	 	100MΩ Min. At DC 500V
Total Rotation Angle	 	300 Degrees ±3 Degrees (No Detent)
Rotational Life	 	 100,000 Cycles Min.

Numbering System

Dimensions

	 CP601	 C -	 B	 10K	 Ω
Total Resistance

Tapers
   A, B, C
     Blank : Log(Please Ask For Detail)

Type
	Blank:	Single Unit
	 2:	Dual Unit

	  	Blank:	 Without Clicks
	 	 C:	 With a Center Click
	  	 S:	 With Clicks

ROTARY FADERS

CP601 Series


